ReaderTT.config = {"pagecount":26,"title":"","author":"","subject":"","keywords":"","creator":"","producer":"Acrobat Distiller 4.0 for Macintosh","creationdate":"D:20010524174910Z","moddate":"D:20090828095657+03'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Description","page":2,"zoom":"FitH 1268"},{"title":"Choix du produit","page":3,"zoom":"FitH 1171"},{"title":"Positions de montage","page":4,"zoom":"FitH 1284"},{"title":"Quantités de lubrifiant","page":4,"zoom":"FitH 516"},{"title":"Position et dimensions boîte à bornes, face de montage","page":5,"zoom":"FitH 1258"},{"title":"Choix du motoréducteur","page":6,"zoom":"FitH 1301"},{"title":"Moteurs","page":8,"zoom":"FitH 1310"},{"title":"Option des moteurs","page":9,"zoom":"FitH 1284"},{"title":"Motoréducteurs SKA","page":12,"zoom":"FitH 1275"},{"title":"Tableaux de sélection","page":13,"zoom":"FitH 1320","children":[{"title":"0,09 kW","page":13,"zoom":"FitH 1040"},{"title":"0,12 kW","page":13,"zoom":"FitH 831"},{"title":"0,18 kW","page":14,"zoom":"FitH 1573"},{"title":"0,25 kW","page":14,"zoom":"FitH 734"},{"title":"0,37 kW","page":15,"zoom":"FitH 1546"},{"title":"0,55 kW","page":15,"zoom":"FitH 638"},{"title":"0,75 kW","page":16,"zoom":"FitH 892"},{"title":"0,9 kW","page":17,"zoom":"FitH 1703"},{"title":"1,1 kW","page":17,"zoom":"FitH 1145"},{"title":"1,5 kW","page":17,"zoom":"FitH 516"},{"title":"1,85 kW","page":18,"zoom":"FitH 1049"},{"title":"2,2 kW","page":18,"zoom":"FitH 770"},{"title":"3 kW","page":18,"zoom":"FitH 560"},{"title":"4 kW","page":19,"zoom":"FitH 1581"}]},{"title":"Dimensions","page":19,"zoom":"FitH 1301","children":[{"title":"SKA","page":19,"zoom":"FitH 1512"},{"title":"SKAF - SKV - SKVF","page":20,"zoom":"FitH 1275"},{"title":"SMA","page":21,"zoom":"FitH 1249"},{"title":"SMAF - SMV - SMVF","page":22,"zoom":"FitH 1294"},{"title":"SKAD","page":23,"zoom":"FitH 1268"},{"title":"SKA avec pattes","page":24,"zoom":"FitH 1310"}]},{"title":"REDUCTEURS","page":25,"zoom":"FitH 1284","children":[{"title":"Tableaux de sélection","page":25,"zoom":"FitH 1005"},{"title":"Dimensions","page":26,"zoom":"FitH 1258"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
