ReaderTT.config = {"pagecount":74,"title":"Hardwarebausteine","author":"Joachim Becker","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220620005149Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Einführung in die EDV","page":1,"zoom":"XYZ 0 825 0"},{"title":"Wichtige Eingabegeräte","page":2,"zoom":"XYZ 0 825 0"},{"title":"Tastaturlayout","page":3,"zoom":"XYZ 0 825 0"},{"title":"Ergonomische Tastaturen","page":4,"zoom":"XYZ 0 825 0"},{"title":"Slide 5","page":5,"zoom":"XYZ 0 825 0"},{"title":"Maus","page":6,"zoom":"XYZ 0 825 0"},{"title":"Joystick","page":7,"zoom":"XYZ 0 825 0"},{"title":"Scannerarten","page":8,"zoom":"XYZ 0 825 0"},{"title":"Funktionsprinzip Scanner","page":9,"zoom":"XYZ 0 825 0"},{"title":"Weitere Eingabegeräte","page":10,"zoom":"XYZ 0 825 0"},{"title":"Ausgabegeräte","page":11,"zoom":"XYZ 0 825 0"},{"title":"Kenngrößen von Monitoren","page":12,"zoom":"XYZ 0 825 0"},{"title":"Monitorarten","page":13,"zoom":"XYZ 0 825 0"},{"title":"Kathodenstrahlröhre","page":14,"zoom":"XYZ 0 825 0"},{"title":"Slide 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"SVGA-Auflösung","page":16,"zoom":"XYZ 0 825 0"},{"title":"Lochmaske","page":17,"zoom":"XYZ 0 825 0"},{"title":"Slide 18","page":18,"zoom":"XYZ 0 825 0"},{"title":"Streifenmaske","page":19,"zoom":"XYZ 0 825 0"},{"title":"Aufbau TFT-Display","page":20,"zoom":"XYZ 0 825 0"},{"title":"Polarisationsfilter","page":21,"zoom":"XYZ 0 825 0"},{"title":"Reduktion der Lichtmenge","page":22,"zoom":"XYZ 0 825 0"},{"title":"Merkmale von Drucker 1","page":23,"zoom":"XYZ 0 825 0"},{"title":"Merkmale von Drucker 2","page":24,"zoom":"XYZ 0 825 0"},{"title":"Einteilung von Druckern","page":25,"zoom":"XYZ 0 825 0"},{"title":"Typendrucker","page":26,"zoom":"XYZ 0 825 0"},{"title":"Typenkopfdrucker","page":27,"zoom":"XYZ 0 825 0"},{"title":"Typentrommeldrucker","page":28,"zoom":"XYZ 0 825 0"},{"title":"Typenkettendrucker","page":29,"zoom":"XYZ 0 825 0"},{"title":"Nadeldrucker","page":30,"zoom":"XYZ 0 825 0"},{"title":"Funktionsprinzip Nadeldrucker","page":31,"zoom":"XYZ 0 825 0"},{"title":"Druckerauflösung","page":32,"zoom":"XYZ 0 825 0"},{"title":"Laserdrucker","page":33,"zoom":"XYZ 0 825 0"},{"title":"Slide 34","page":34,"zoom":"XYZ 0 825 0"},{"title":"Slide 35","page":35,"zoom":"XYZ 0 825 0"},{"title":"Slide 36","page":36,"zoom":"XYZ 0 825 0"},{"title":"Slide 37","page":37,"zoom":"XYZ 0 825 0"},{"title":"Slide 38","page":38,"zoom":"XYZ 0 825 0"},{"title":"Bubble-Verfahren","page":39,"zoom":"XYZ 0 825 0"},{"title":"Canon-Verfahren","page":40,"zoom":"XYZ 0 825 0"},{"title":"Piezzo-Verfahren","page":41,"zoom":"XYZ 0 825 0"},{"title":"Epson-Verfahren","page":42,"zoom":"XYZ 0 825 0"},{"title":"Tintenstrahldrucker","page":43,"zoom":"XYZ 0 825 0"},{"title":"Thermodrucker","page":44,"zoom":"XYZ 0 825 0"},{"title":"Slide 45","page":45,"zoom":"XYZ 0 825 0"},{"title":"Thermotransferdrucker","page":46,"zoom":"XYZ 0 825 0"},{"title":"Plotter","page":47,"zoom":"XYZ 0 825 0"},{"title":"Trommelplotter","page":48,"zoom":"XYZ 0 825 0"},{"title":"Flachbettplotter","page":49,"zoom":"XYZ 0 825 0"},{"title":"Beurteilungskriterien Speichermedien","page":50,"zoom":"XYZ 0 825 0"},{"title":"Speicherarten","page":51,"zoom":"XYZ 0 825 0"},{"title":"PowerPoint-Präsentation","page":52,"zoom":"XYZ 0 825 0"},{"title":"Disketteneinteilung","page":53,"zoom":"XYZ 0 825 0"},{"title":"Diskettenformate","page":54,"zoom":"XYZ 0 825 0"},{"title":"Slide 55","page":55,"zoom":"XYZ 0 825 0"},{"title":"Aufbau einer Festplatte","page":56,"zoom":"XYZ 0 825 0"},{"title":"Slide 57","page":57,"zoom":"XYZ 0 825 0"},{"title":"RAID-Level 0","page":58,"zoom":"XYZ 0 825 0"},{"title":"RAID-Level 1","page":59,"zoom":"XYZ 0 825 0"},{"title":"RAID-Level 5","page":60,"zoom":"XYZ 0 825 0"},{"title":"Magnetband","page":61,"zoom":"XYZ 0 825 0"},{"title":"QIC-Band","page":62,"zoom":"XYZ 0 825 0"},{"title":"Travan-Streamer","page":63,"zoom":"XYZ 0 825 0"},{"title":"DAT-Streamer","page":64,"zoom":"XYZ 0 825 0"},{"title":"Maße CD-ROM","page":65,"zoom":"XYZ 0 825 0"},{"title":"Datenstruktur","page":66,"zoom":"XYZ 0 825 0"},{"title":"Lesekopf CD-ROM","page":67,"zoom":"XYZ 0 825 0"},{"title":"Lesemechanik CD-ROM","page":68,"zoom":"XYZ 0 825 0"},{"title":"Vergleich DVD und CD-ROM","page":69,"zoom":"XYZ 0 825 0"},{"title":"Vergleich CD-ROM DVD","page":70,"zoom":"XYZ 0 825 0"},{"title":"Unterschied CD-ROM DVD","page":71,"zoom":"XYZ 0 825 0"},{"title":"DVD-Formate","page":72,"zoom":"XYZ 0 825 0"},{"title":"MO Laufwerk","page":73,"zoom":"XYZ 0 825 0"},{"title":"Prinzip eines Laserdruckers","page":74,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
